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Extension pole with universal joint affords safe 
operation outside the “fatal funnel ” 

Noise Suppression Pad 
For Silent Operation 

Digital Image 
Enhancement Circuitry 

Forward 
pointing 
Infrared 
LEDS 

Upward 
pointing 
Infrared 
LEDS 

 

The Zistos “Dual View" Under-the-Door Camera (model  ZDV) is a valuable extension of any 
Zistos Tactical System. It provides a safe and cove rt view both Forward Looking into a 

room and Backward Looking up at the door. 
 

ZDV Features : 
·  Two high resolution, miniature CCD camera  

chips provides superior image quality 
o ¼� black & white Super-HAD CCD 
o 0.005 LUX rating 
o 400 lines of resolution 
o Digital image enhancement in low light 

·  Forward looking camera with wide angle lens allows the 
user to assess any threats inside the room 

o 70
 field-of-view 
o 10�  to �  depth-of-field 

·  Upward looking camera sensor generates a view of the door  
knob and door frame to view any barricades or IEDS 

·  Infrared (invisible) LED illumination provides a clear video image  
in total darkness 

·  Integrated miniature microphone adds audio to augment video 

·  Audio enhancement circuitry amplifies low sounds while 
suppressing loud sounds  

·  Requires only a ¼” (6.4mm) door-to-floor clearance 

·  Optional wireless audio/video transmission 

·  Also available without audio  
 

ZDV-CP Kit Features : 
·  Detachable 7’ 6” pole with universal joint affords safe 

deployment and horizontal panning of entire room 

·  Direct video cable connection (sans pole) for static 
surveillance situations 

·  Pole and camera module will store in tactical system case for 
maximum portability or separate soft case (S9-CASE) 

·  Compatible through VisionFlex™ with all existing and future 
WalkAbout™ systems 

 

 

ZDV Dual View Under-the-Door Camera module only, wi th audio 

ZDV -C Dual View Under-the-Door Camera Kit, includi ng ZDV Camera with audio and Cable With 
audio 

ZDV-CP Dual ViewUnder-the-Door Camera Kit, includin g ZDV Camera with audio, Cable and Pole 

ZDVL Dual View Under-the-Door Camera module only, w ithout audio 

ZDVL -C Dual View Under-the-Door Camera Kit, includ ing ZDV Camera without audio and Cable Without 
audio 

ZDVL-CP Dual View Under-the-Door Camera Kit, includ ing ZDV Camera without audio, Cable and Pole 

 
 

Microphone with 
Proprietary Audio 

Enhancement Circuitry 

High Resolution 
Forward Looking & 

Upward Looking CCD 
Camera Chips 
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Extension pole with universal joint affords 
safe operation outside the “fatal funnel” 

Infrared 
LEDS 
 
 
 
 

Noise Suppression Pad 
For Silent Operation 

Microphone with 
Proprietary Audio 

Enhancement Circuitry 

 

Zistos’ Under-the-Door Camera (model ZSV) is a valu able extension of any Tactical System 
providing a safe and covert look into rooms that ar e locked or barricaded. 

 

ZSV Features : 
·  High resolution, miniature CCD camera chip recessed into 

tongue for protection provides superior image quality 
o ¼� black & white Super-HAD CCD 
o 0.005 LUX rating 
o 250,000 pixels 
o 400 lines of resolution 
o Digital image enhancement in low light 

·  Wide angle lens allows the user to asses any threats 
inside the room 

o 70
 field-of-view 
o 10�  to �  depth-of-field 

·  Infrared (invisible) LED illumination provides a 
clear video image in total darkness 

·  Integrated miniature microphone adds audio to 
augment video 

·  Audio enhancement circuitry amplifies low sounds 
while suppressing loud sounds  

·  Requires only a ¼” (6.4mm) door-to-floor clearance 

·  Optional wireless audio/video transmission 

·  Also available without audio  
 

ZSV-CP Kit Features : 
·  Detachable 7' 6” pole with universal joint affords safe 

deployment and horizontal panning of entire room  

·  Direct video cable connection (sans pole) for static 
surveillance situations 

·  Pole and camera module will store in tactical system case 
for maximum portability or separate soft case (S9-CASE) 

·  Compatible through VisionFlex™ with all existing and 
future WalkAbout™ systems 

 

 

ZSV Under-the-Door Camera module only, with audio 

ZSV -C Under-the-Door Camera Kit, including ZSV Cam era with audio and Cable With 
audio 

ZSV-CP Under-the-Door Camera Kit, including ZSV Cam era with audio, Cable and Pole 

ZSVL Under-the-Door Camera module only, without aud io 

ZSVL -C Under-the-Door Camera Kit, including ZSV Ca mera without audio and Cable Without 
audio 

ZSVL-CP Under-the-Door Camera Kit, including ZSV Ca mera without audio, Cable and Pole 

 

Inconspicuous Tongue 
Slips Underneath Any 

Door with �  ¼" Clearance 

High Resolution 
CCD Camera Chip 

Digital Image 
Enhancement Circuitry 
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